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% 1. GASKET TABLE (PARTS No.17 & 18)

TEMP. OF FLUID

MATERIAL

Up TO

150C

PTFE

OVER

150C TO 300T

NON—ASBESTOS

SPECIFICATIONS (1% )

FLUID(C##)

SET PRESS.(B%EH)

MPa

TEMP.(8% )

P
o

NAME OF PARTS

;&

% MATERIAL

1 1

VALVE BODY

w9

STAINLESS STEEL|SUS 304

SPRING CASE

NI -2

CAP

Frud

SEAT RING

o Wis

DISC

S VEEL

BLOWDOWN RING

h5 U0

SET SCREW

vy ARV B

DISC GUIDE

VP o0FA

OO (NP HIN|—

STEM

AT A

BOTTOM SPRING SEAT

AN

TOP SPRING SEAT

DINRDYT

ADJUSTING SCREW

Faobyx

DY

SUS 403

LOCK NUT

FavgylL Fy by

SUS 304

ADJUSTING SPRING

FIaoeYN

X |»

N

QP HINN|—=O

WIRE

20408

N

—
D

SEAL

20409

TIN

Sn

~

GASKET

HAT Yk

%1

*1

oo

GASKET

HAT Yk

%1

%1

No.

REMARKS

fi

zZ

HAYNES STELLITE No.6 DEPOSITION
IN CASE OF SET PRESS.EXCEEDING
5 2.0MPa.
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SIZE| L1

L2 H
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A | RcB

15

50 | 45 | 192

15

1/2

1/2

20

50 | 45 | 192

20 | 3/

4 3/4

25

70 | 55 | 244

25 1

32

70 | 55 | 244

32

11/4

1 1/4

CODE

& ks

ADJUSTING RANGE (MPa)

SL—8

SIZE : 15

SIZE : 20

SIZE : 25

SIZE :

32

SL8-D1

0.035

~ 0.15

0.035 ~ 0.1

0.035 ~ 0.2

0.035 ~ 0.1

S5L8-D2

over 0.15 710 0.4

oveR 0.1 710 0.25

over 0.2

10 0.3

over 0.1

10 0.2

S5L8-D3

over 0.4

70 0.8

ovER 0.25 70 0.5

over 0.3

10 0.7

over 0.2

SL-8

10 0.4

SL8-D4

over 0.8

70 1.5

oveR 0.5 10 1.0

over 0.7

10 1.5

over 0.4

10 0.7
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DATE
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2018-8-8

NOTE

SL8-D5

OvVErR 1.5

T0 2.5

oveR 1.0 10 1.5

OVErR 1.5

10 2.0

over 0.7

10 1.0

SL8-D6

OVER 2.5

70 3.0

oveR 1.5 710 3.0

ovier 2.0

10 3.0

over 1.0

0 1.5
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OVER 1.5
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