i No| NAMEOFPARTS | # & % MATERIAL M
8 1 [VALVE BODY w94 CAST IRON FC 200
2 [SPRING CASE rez | )
5 |CAP ey » »
4 |SEAT RING oY CAST BRONZE _|CAC 406
5 |SEAT HOLDER NUUA9T  |STAINLESS STEEL|SUS 304
7 [GUIDE PLUG 5/4K755 |BRASS C 3604 B
8 [DIAPHRAGM SEAT |47 254975 |CAST IRON FC 200
9 [TOP SPRING SEAT |91 /%9r  |» p
10|DISC HOLDER 7/ 22mb5- |STANLESS STEEL|SUS 304
11|DISC SEAT /2249 |BRASS C 3604 B
12|STEM 27 STAINLESS STEEL|SUS 304
13]U NUT Uzt ) )
14 |DIAPHRAGM 54t754h |SYNTHETIC RUBBER|NBR
15|DISC 520 ) )
16|SPRING WASHER %97%  |CARBON STEEL |SWRH
17|NUT Fo ROLLED STEEL |SS 400
18|ADJUSTING SCREW  |#39Ev%5 |BRASS C 3771 B
19|LOCK NUT 7392YL 79 NROLLED STEEL |SS 400
20|ASPIRATOR 7 1vnv |COPPER TUBE |C 1220 T
21|ADJUSTING SPRING |73 ot v %
221ADJUSTING SPRING [raoewna |SPRING STEEL 44 f
23|AIR VENT VALVE 7o%3%~> |BRASS C 3604 B
24|SEAL RING S-wJUu7  |SYNTHETIC RUBBER|NBR
25]0 RING 0Uvo ) p
26/0 RING 00U ) )
2710 RING 0Uvs ! !
2810 RING 0Uvo ,, p
29|FLANGE 5599 STAINLESS STEEL|SUS 304
30|GASKET $279+  NON—ASBESTOS |/ 7 AxZH
31|STUD, NUT 25 K, 7 v ~ |STAINLESS STEEL|SUS 304
@/ 32|STUD, NUT 299 R Fuh|» »
®/ SPECIFICATIONS (14
FLUID(AM)
@/— SET PRESS.(®E/EN) MPa
BACK PRESS.(BE) MPa
- NYLON 11 SURFACE COATING. TENP (85) =
AShdmr<0v11 3-F4 27
@/ L DRAWING
QUANTITY OF SPRING TO BE USED IS rernwreass | MD—14CN TYPE | # b. Balo
DS\‘AZAEENSL\ONS/E mmH) FLHATGE EODE:gS wog S FOUND ON THE FOLLOWING TABLE. T PRIMARY PRESSURE |z |  oust
9 [AOUSTIEG NG PARTS No. 7Y REGULATING VALVE |, ¢
20 | 160142256 65 [100] 75| 56 [20]18| 1|4 [15] 10 005~ 035 ) ] ) B 4 |2021-3-23
25 | 160 | 142 | 257 | 65 |125| 90| 67 | 25|18 | 1| 4 | 19| 105 300 a2l MD—14CN # NOTE | JWWA
32 [180 | 174 | 332 76 | 135]100] 76 |32|20] 2 |4 [19]| 17 —KEHELR
40 [180 | 174 | 333 | 76 | 140|105 | 81 |40|20| 2| 4 |19 175 SPRING TABLE ( PARTS No.21&22) CODE  TADJUSTING RANGE T ————
50 [ 190 | 174 | 341 81 | 155120 96 |50 |20] 2 | 4 [19]| 19 WIRE DIAMETER ( mm)] MATERIAL I MPa B E S
65 | 230 | 218 | 434 | 95 | 175|140 | 116 | 65|22 2 | 4 | 19| 37 OVER 4.5 TO 12 | SAE 9254 MD14CN-BL| 0.05~ 0.35 e
80 | 250 | 218 | 439 | 100 | 185 | 150 | 126 |80 22| 2 | 8 [ 19| 40 OVER 12 SUP 9 MD14CN—BH| 03~ 0.7 GD VENN CO.,LTD.
MD14CN-03F—P [VF Ko /Y ;




